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Method of forming magnetostrictive rods from rare earth-iron alloys
Abstract
Rods of magnetrostructive alloys of iron with rare earth elements are formed by flowing a body of rare earth-
iron alloy in a crucible enclosed in a chamber maintained under an inert gas atmosphere, forcing such molten
rare-earth-iron alloy into a hollow mold tube of refractory material positioned with its lower end portion
within the molten body by means of a pressure differential between the chamber and mold tube and
maintaining a portion of the molten alloy in the crucible extending to a level above the lower end of the mold
tube so that solid particles of higher melting impurities present in the alloy collect at the surface of the molten
body and remain within the crucible as the rod is formed in the mold tube.
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[57] ABSTRACT 
Rods of magnetrostructive alloys of iron with rare earth 
elements are formed by ?owing a body of rare earth 
iron alloy in a crucible enclosed in a chamber main 
tained under an inert gas atmosphere, forcing such mol 
ten rare-earth-iron alloy into a hollow mold tube of 
refractory material positioned with its lower end por 
tion within the molten body by means of a pressure 
differential between the chamber and mold tube and 
maintaining a portion of the molten alloy in the crucible 
extending to a level above the lower end of the mold 
tube so that solid particles of higher melting impurities 
present in the alloy collect at the surface of the molten 
body and remain within the crucible as the rod is 
formed in the mold tube. 
10 Claims, 5 Drawing Figures 
OPERATING ROD 
O-RING SEAL 
, , QUART! CHAMBER 
/- QUARTZ MOLD TUBE 
) 
k HEATING TURNS 
/ GRAPHITE ‘THERMAL SHIELD 
\ CRUCIBLE 
MEAiING COIL 
? a 
v 
(To VACUUM SYSTEM 
O-RING SEALS 
U.S. Patent Sep. 2, 1986 Sheet 1 of 3 4,609,402 
OPERATING ROD 
O-RING SEAL 
_/- QUARTZ CHAMBER 
) 
/-QUARTZ MOLD TUBE 
) 
y’- HEATING TURNS 
) 
/- GRAPHITE THERMAL SHIELD 
> 
QUARTZ TUBE 
CRUCIBLE 
HEATING COIL 
é 
VA LVE 
@ T0 VACUUM SYSTEM 
FIG. I 
BI/ (51/ | '/ 
c/TI 
n l/ 
H (H I / 
<4 :/ 
w 
< I I 
IA | I 
< ‘I IL\ 
‘(\- I 
TO RF _/ C I I I ' 
GENERATOR I‘ .J 
E 
PRESSURE GAUGE Q): 
INERT GAS __) 
(Ar) VALVE 
WATER COOLED 
PIPE 
w 
0-RING SEALS 
U.S. Patent Sep.2, 1986 Sheet2of3 4,609,402 
.5335": ____ :m:_m________\ 
FIG. IA 
U.S. Patent Sep. 2, 1986 Sheet 3 of3 4,609,402 
P OPERATING ROD 
FIG. 2 £5 ?-Jo'lame SEAL 
.n-QUARTZ 
CHAMBER 
gr- ROD HOLDER 
\ (- MAGNETOSTRICTI IE 
VARIABLE SPEED ALLOY ROD 
VERTICAL DRIVE 
DOUBLE WOUND 
PANCAKE HEATER 
TO RF 
INDUCTION ._{ 
GENERATOR 
F iii 
ROD HOLDER 
PRESSURE 
GAUGE 'J 
INERT _, 
GAS VALVE 
WATER-COOLED° - 
COPPER PIPE —q 
4,609,402 
1 
METHOD OF FORMING MAGNETOSTRICT IVE 
RODS FROM RARE EARTH-IRON ALLOYS 
This invention was conceived and reduced to prac 
tice under a contract with the Department of Energy, 
Contract W-7405-ENG-82. 
FIELD OF INVENTION, BACKGROUND & 
PRIOR ART 
The ?eld of this invention is the manufacturing of 
magnetostrictive metal rods. The invention is particu 
larly concerned with the conversion of rare-earth iron 
alloys into grain-oriented magnetostrictive rods. 
In recent years considerable research has been de 
voted to the development of magnetostrictive com 
pounds, and in particular rare earth-iron alloys. These 
developments are summarized by A. E. Clark, Chapter 
7, pages 531-589, in “Ferromagnetic Materials,” Vol. 1, 
(Ed. E. P. Wohlforth, North-Holland, Publ. Co., 1980). 
A major objective of the research has been to develop 
rare earth-iron alloys with large room temperature 
magnetostriction constants. Technically important al 
loys having these properties include alloys of terbium 
together with dysposium and/or holmium. The relative 
proportions of the rare earths and the iron are varied to 
maximize room temperature magnetostriction and mini 
mize magnetic anisotropy. Presently, the most techni 
cally advanced alloy of this kind is represented by the 
formula TbxDy1_xFe1,5.2_0 wherein x is a number from 
0.27 to 0.35. An optimized ratio is Tb(>_3Dy0_7Fe1_9 
which is known as terfenol-D, as described in US. Pat. 
No. 4,308,474. 
Such rare earth-iron alloys are true compounds and 
can exist in crystalline or polycrystalline form. In pre 
paring elongated bodies (viz. rods) from such alloys, 
grain-orientation of the crystals is essential for achiev 
ing high magnetostriction. An axial grain orientation of 
the crystallites not only increases the magnetostriction 
constant but also reduces internal losses at the grain 
boundaries. This is particularly important in applica 
tions where a high magnetostriction at low applied 
?elds is required. (See Clark, cited above, pages 
545-547.) 
Heretofore the methods employed _for preparing 
grain-oriented rods have not been adapted for large 
scale commercial manufacture. It is known that grain 
orientation can be achieved by an induction zoning 
procedure. See Clark, cited above, page 45; and US. 
Pat. No. 4,308,474, Example 1. As described in the cited 
patent, partially grain-oriented Tb0_17DyQ_73Fe1_9g (ter 
fenol-D) was prepared by horizontal zone procedure. 
First, the appropriate amounts of the three elements 
were alloyed by arc-melting into homogeneous buttons 
of random polycrystalline structure. The buttons were 
drop cast into rods which were not grain-oriented. The 
rods were placed in a water=cooled copper tube cruci 
ble (cold crucible) extending horizontally in a quartz 
vacuum chamber. The zone melting operation was car 
ried out under an argon atmosphere with induction 
heating being used to melt the rods. The melt zone was 
moved along the horizontal length of the cold crucible. 
This forming method had several disadvantages. It 
required the use of very pure elements, which excluded 
regular commercial grades of the rare earths terbium, 
dysprosium and holmium. Lower cost commercial 
grades of these rare earth metals contain impurities with 
higher melting points than that of the alloy, such as 
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refractory oxides and carbides. If commercial grade 
rare earth were employed, the impurities would con 
taminate the rods and interfere with their desired prop 
erties. 
Since for optimization the exact ratios of the rare 
earth metals are critical, it has been necessary in prior 
procedures to use only small amounts of precisely 
weighed ingredients and to fuse these into completely 
homogeneous buttons. There has been a need for a 
procedure in which complete homogenization of the 
arc-melted buttons or ?ngers is not essential, and in 
which the amounts prepared can be larger. 
Another disadvantage of the prior process is that in 
the zone-melt operation the liquid alloy is in contact 
with the quartz container for a period of time in which 
the alloy can be contaminated by the quartz. It would 
be desirable to avoid the opportunity for quartz contam 
ination of the rods. 
SUMMARY OF INVENTION 
In accordance with the present invention, semi 
homogenized buttons, ?ngers or the like of the rare 
earth-iron alloy can be charged to a crucible of rela 
tively large capacity in relation to the individual incre 
ments. For example, multiples of semi-homogenized 
buttons can be combined in the crucible to form a ho 
mogeneous melt. The melt in the crucible is held long 
enough to permit particles of solid contaminants to 
collect at its upper surface. These operations are carried 
out under an inert atmosphere which may be subse 
quently used to create a pressure forcing the melt into 
upwardly-extending tubes having their lower ends im 
mersed in the melt. Means are provided for inserting 
and removing the tubes from the melt. The lower ends 
of the tubes are positioned well below the upper surface 
of the melt where the solid impurities collect. The mol 
ten alloy rises in the mold tubes to the selected level for 
forming the rods. A portion of the molten alloy is main 
tained in the crucible, extending to a level above the 
lower end of the mold tubes. The tubes therefore re 
ceive puri?ed alloy from the lower portion of the cruci 
ble free from contaminating solid particles. This opera 
tion may be repeated as often as required by adding 
additional alloy increments to the crucible. 
After the mold tubes have been ?lled with the puri 
?ed alloy, they are withdrawn from the melt within the 
crucible, and the alloy is permitted to solidify therein. 
The quartz tubes need be in contact with the molten 
metal for only a short time, viz. 60 seconds or less. This 
limits quartz contamination of the alloy. The resulting 
rods are removed from the reusable quartz tubes. The 
rods are in polycrystalline form with a randomly ori 
ented grain structure. 
As the preferred next step in the process, the rods are 
subjected to a free-standing progressive zone melting 
step to produce an axial grain orientation. For this step, 
the rods are singularly aligned vertically with their sides 
unsupported. The melt zone is moved upwardly along 
the rod. Induction heating is used to create the molten 
zone which is maintained by adjusting the power level 
of the radio frequency (450 KHZ) generator. The work 
coil for this operation is a multi-turn pancake coil fitted 
with an inner copper plate concentrator. The width of 
the melt zone and its rate of upward movement is con 
trolled so that the cross-sectional shape of the rods is 
reasonably maintained. 
‘4, 609,402 
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THE DRAWINGS 
Apparatus for practicing the method of this invention 
is illustrated by the accompanying drawings, in which: 
FIG. 1 is a diagrammatic elevational view of an appa 
ratus for initially forming the rare earth-iron alloy rods; 
FIG. 1A is an enlarged sectional view of part of the 
apparatus of FIG. 1, illustrating in more detail the pro~ 
cedure for forming the rods; 
FIG. 2 is a diagrammatic elevational view of an appa 
ratus for carrying out a free standing melting of the 
alloy rods to produce an axial crystal grain orientation; 
FIG. 2A is an enlarged fragmentary perspective view 
of part of the apparatus of FIG. 2, illustrating the zone 
melting procedure in greater detail; and 
FIG. 3 is a perspective view of completed magneto 
strictive rods which have been machined to hexagonal 
shape from the cylindrical shape in which they were 
formed. 
DETAILED DESCRIPTION 
Commercial grades of electrolytic iron and puri?ed 
rare earth metals may be employed. The rare earth 
metals to be used include terbium (Tb), dysposium 
(Dy), and holmium (Ho). These metals may contain 
small amounts of higher melting impurities, such as 
refractive oxides, carbides, etc. The rare earth metals 
may contain small amounts of other rare earth metals. 
Preferably, the metals should have purities of at least 
' 99.9% by weight. The processed alloy should not con 
tain interstitial impurities, H, C, N, O and F, in excess of 
600 ppm by Weight (~4000 atomic ppm) and metallic 
impurities, including other rare earth metals, in excess 
of about 1000 atomic ppm total. The magnetostrictive 
alloys are preferably combinations of iron with terbium 
and dysposium or terbium and holmium. Alloys can be 
prepared with both holmium and dysposium in combi 
nation with iron and terbium. The preferred formula 
tions include the following: TbxDy1_xFe1_5.2_0, where 
0.2<x<1.0; TbxHo1_xFe2~w, where 0.l<x<l.0; and 
TbxHoyDyzFez_w, where x+y+z=l. and 0<w<0.5 
in all cases. The most technologically advanced of these 
is TbxDy1._xFe1_5.2_0, where 0.27 <x<0.35, known as 
15 
25 
Terfenol-D alloys, the optimal formula being TbQ,3Dy045 
In preparing the metals for alloying, they should be 
surface cleaned. The appropriate amounts of the metal 
constituents are weighed and then alloyed by means of 
a conventional arc-melter. The weighing and propor 
tioning should be precise to achieve the exact alloy 
formula. In forming the alloys, it is preferred to alloy 
the rare earth metals ?rst, and then add the iron. The 
buttons or ?ngers thus prepared may be only partially 
homogenized. They do not need to be fully homoge 
nized as obtained by repeated arc-melting. 
The buttons or ?ngers thus formed are charged to a 
melting crucible. Preferably a plurality of the incre 
ments are charged. The crucible can contain an amount 
of each metal corresponding with the desired propor= 
tions. Thus the proportions do not need to be exact with 
respect to each increment of the charge. Also, the bars 
or ?ngers do not need to be fully homogenized as 
charged to the crucible. Within the crucible, there is 
formed a molten flowable homogeneous body of the 
rare earth-iron alloy.‘ The melt is held in the crucible for 
a suf?cient time to permit homogenization to develop, 
and also to permit the lower density solid particles, 
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comprising the higher melting impurities, to ?oat to the 
top of the melt and collect on its upper surface. 
The crucible is enclosed within a chamber in which 
an inert gas atmosphere can be maintained under pres 
sure. Argon is a preferred gas. The inert gas is in contact 
with the upper surface of the molten alloy. Means are 
provided for decreasing and increasing the gas pressure. 
Within the chamber enclosing the crucible there is 
provided at least one, and preferably a plurality of up 
wardly-extending hollow mold tubes of refractory ma 
terial. Quartz tubes of cylindrical shape are preferred. 
The mold tubes are supported so that their lower end 
portions can be inserted within the molten alloy. After 
insertion, the gas pressure in the chamber is increased. 
This creates a positive pressure differential across the 
melt referred to as an “argon push.” The molten alloy is 
forced to rise in the mold tubes to selected levels for 
forming the rods. 
During the forming operation, it is important to main 
tain portions of the molten alloy in the crucible extend— 
ing to a level above the lower ends of the mold tubes. 
The solid particles of the higher melting impurities 
collected at the surface of the molten body thereby 
remain within the crucible. 
The alloy within the mold tubes is permitted to solid 
ify. For this purpose, the tubes may be withdrawn from 
the melt and held in a cooler zone until the solidi?cation 
occurs. The rods thus formed are removed from the 
tubes. The rods are elongated cylindrical bodies. For 
example, the cylindrical rods may have diameters of 
from 0.5 to 1.2 cm, and lengths of 15 to 25 cm. The rods 
thus produced are homogeneous and have a polycrys 
talline structure of randomly oriented grains. 
In the next step, the rods are subjected to a free stand 
ing progressive zone melting to produce an axial grain 
orientation. More speci?cally, the rods are individually 
aligned vertically with their sides unsupported. The 
melt zone is moved upwardly along the rod from its 
lower to upper portions. The size of the melt zone and 
its rate of movement are controlled to maintain the 
shape of the rod. The fully liquid melt zone can be 
restricted to a height of from about 0.3 to 0.7 cm to 
prevent distortion. The surface tension of the liquid 
alloy is suf?cient to maintain cross-sectional shape in 
the melt zone. 
The zone melting may be carried out under visual 
observation when the rod is enclosed in transparent 
quartz housing. As required, the operator can reduce 
the heat and/or reduce the speed of movement of the 
melt zone to avoid shape changes in the melt zone. 
ILLUSTRATIVE APPARATUS 
The accompanying drawings illustrate apparatus 
which may be used in practicing the method of this 
invention. In FIG. 1, there is shown an apparatus for 
initially forming the alloy rods with random grain ori 
entation. The components of this apparatus have been 
labeled for convenience of identi?cation. The crucible 
into which the partially homogenized alloy is charged is 
enclosed within a tubular quartz chamber, which is 
surrounded by the turns of a heating coil. These heating 
coil turns are concentrated at the level of the crucible. 
An operating rod is provided for raising and lowering 
the mold tube, which is enclosed within a graphite or 
tantalum thermal shield. An inner quartz tube is pro 
vided around the crucible and the lower portion of the 
mold tube. The interior of the outer quartz chamber is 
connected through one valve to a vacuum system, and 
4,609,402 
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through another valve to a source of inert gas (e.g., 
argon). The crucible is supported on a water-cooled 
pipe which can be adjusted upwardly and downwardly. 
O-ring seals are provided, as required, at the top and 
bottom of the chamber to permit movement of the oper 
ating rod and/ or the crucible-supporting pipe while 
maintaining the chamber in sealed condition. 
The rod forming operation is illustrated more particu 
larly in FIG. 1A. Crucible 10 which contains the alloy 
melt 12 is supported on the water-cooled pipe 11. The 
solid particles of contaminants 13 have collected at the 
upper surface of the melt. The melt is in a homogeneous 
condition for forming the rods. By means of the operat 
ing rod 14, which is connected to the upper end of the 
graphite shield 15, the quartz mold tube 16 is lowered to 
a position within the crucible so that its lower end is 
adjacent to the bottom of the crucible, as shown. 
Prior to inserting the mold tube 16 within the melt 12, 
it is preferred to reduce the argon pressure in the enclos 
ing quartz chamber. After the mold tube has been im 
mersed in the melt, more argon is introduced under 
pressure into the quartz chamber. This creates a pres 
sure differential across the melt. In effect, the argon 
pushes on the surface of the melt and forces the melt to 
rise in the mold tube 16. By adjusting the argon pressure 
in the chamber, the melt may be caused to rise to se 
lected heights within the mold tube, such as 20-25 cm. 
The internal diameter of the mold tube may be 0.6 to 1.0 
cm. 
After the mold tube has been partially ?lled with the 
molten metal, it is withdrawn from the remaining melt 
by means of the operating rod 14. A portion of melt 
remains within the quartz tube. After solidi?cation of 
the alloy rod, the mold tube can be removed and the rod 
separated from the tube. 
In the next cycle, the quartz tube can be reinserted 
within the graphite shield 15, and the operation previ 
ously described can be repeated. Between cycles, it will 
be desirable to recharge the crucible. Additional por 
tions of the alloy are introduced into the crucible and 
melted therein. The melt is again held to permit homog 
enization to occur, and for the solid particles to ?oat to 
the top of the melt. The molding operation is then re 
peated. 
In FIG. 2 there is shown an apparatus for carrying 
out a zone melting of the rods. The components of this 
apparatus have been labeled for convenience of refer 
ence. 
The apparatus includes an enclosing quartz chamber 
having a head portion through which extends an operat 
ing rod. An O-ring seal is provided within the head 
portion so that an inert atmosphere can be maintained. 
The lower end of the operating rod is provided with a 
rod holder in the form of a recessed cap for receiving 
the upper end of the alloy rod. The rod extends from the 
upper rod holder to a similarly constructed lower rod 
holder attached to the upper end of a water cooled 
copper pipe, which extends through O-ring seals to the 
exterior. A vertically movable, double-wound pancake 
heater is provided around the outside of the quartz 
chamber. As shown in FIG. 2, the heater is at the level 
of the lower portion of the rod. A variable speed verti 
cal drive is provided which is operated by means of an 
electrical motor. The lower end assembly of the appara 
tus includes a valve-controlled inlet for the inert gas 
(e. g., helium), and a valve-controlled outlet to a vacuum 
system. 
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The zone melting is illustrated in FIG. 2A. The lower 
turns of the heating coil 100 are ?xed to a copper con 
centrator plate 101, having a central opening 102 
through which the enclosing quartz tube 103 extends. 
The rod 104 is centered within the tube 103 with its 
sidewalls spaced from the interior of the tube. The sides 
of the rod are unsupported during the zone melting 
operation. A melt zone 1040 is indicated in FIG. 2. 
ILLUSTRATIVE OPERATING CONDITIONS 
Rods of terfenol-D are prepared as follows: 
The as-received Fe is surface cleaned by immersion in 
ethyl alcohol and arc-melted into bar shapes. The slight 
dross on the surface of these bars is chemically removed 
by immersion in a solution of 80 parts H202, 15 parts 
H20 and 5 parts HF at 0° C. for 30 seconds. Bar shapes 
of commercial grades of Tb and Dy are surface cleaned 
electrolytically in a solution of 6% perchloric in metha 
nol which is maintained at —70° C. 
Appropriate amounts of the constituents are weighed 
and alloyed by the use of a conventional non-consuma 
ble arc-melter. The exact stoichiometry is dictated by 
the particular application, for example, Tb0_27Dy0_7. 
3Fe1_9.2_0, for the Terfenol-D composition. The Tb and 
Dy are alloyed ?rst and the iron is added to this homo 
geneous rare earth alloy. The alloy can be homogenized 
by repeated arc-melting and then arc-cast into bar 
shapes. However, partial homogenization of the iron 
with the rare earth metals is acceptable. It is more im 
portant in the alloy preparation step to homogenize the 
Tb and Dy in the required ratio. This will eliminate the 
microsegregation in the ?nal product. 
Uniform diameter rods of reasonable lengths are 
'needed to carry out the free standing ?oat zone melt. 
Various heaters may be used. For example, portions of 
the alloy may be melted in a pyrolytic BN crucible by 
direct induction heating or indirectly through the use of 
a Ta susceptor. Alternatively, quartz or A1203 crucibles 
can be used. Before melting the evacuated sample 
chamber is isolated and back?lled to —l5 psi Argon 
pressure. The quartz tube (closed end up) is attached to 
the height-adjustable steel rod. The amount of alloy in 
the crucible depends on the size and number of quartz 
tubes to be ?lled. The work coil design is a function of 
the melt crucible and thermal shield material. The tem 
perature of the thermal shield can be between 1000" and 
1100“ C. to accept the molten alloy. This can be accom 
plished by adjusting the spacing of the 10 to 12 turn 
work coil. After the alloy is melted, the open end of the 
quartz tube, which extends about 5 cm beyond the bot 
tom of the thermal shield, is immersed in the liquid 
metal. The Argon pressure is gradually increased to 30 
psi, and the molten alloy is thereby pushed into the 
quartz tube. The molded rod is cooled in the quartz tube 
by reducing the induction generator power; the molten 
metal can be in contact with the quartz sample tube for 
less than one minute. The dimensions of the quartz tubes 
depend on the ?nal dimensions of the elements being 
fabricated. Desirable rod sizes are from 0.6 to 1.0 cm 
diameters and from 15 to 25 cm lengths. 
The rods prepared as described are surface cleaned 
and zone melted in order to obtain directional solidi?ca 
tion along the length of the rod axis. This axial grain 
orientation is necessary in order to reduce the effects of 
anisotropy in the magnetostriction. An ideal alignment 
would be the [l l l] crystallographic direction along the 
rod axis. Such alignment would require a minimum 
magnetization energy and would produce the maximum 
4,609,402 
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magneto-mechanical coupling. This ideal can be ap 
proximated by the method of this invention. The rods 
that result from the method approach the ultimate form 
in that the [111] crystallographic direction is consis 
tently between 10 to 15 degrees from the drive axis. 
The grain orientation is accomplished by zone melt 
ing the preformed rods in a free-standing mode. Induc 
tion heating is used to create the molten ‘zone which can 
be controlled to less than 0.8 cm (limited by surface 
tension) and greater than 0.3 cm (to assure complete 
melting). Preferably the power generator should pos» 
sess a stability of less than 5% ripple, and have fast 
response to power adjustments. Zone rates of between 
25 and 50 cm/hr for the directional orientation can be 
used. 
The directionally oriented rods may be heat treated in 
a vacuum tube furnace chamber to achieve phase equi 
libria. This can be accomplished at 950° C. for a period 
of ?ve days. A slow cool down period, usually over 
15 
night, is desirable in order to avoid cracking. Because of 20 
the brittle nature of this intermetallic compound, uni 
form diameters are preferably obtained by a centerless 
grinding operation. For stacking purposes, the cylindri 
cal rods can be bench ground to square, hexagonal or 
other geometric cross-sections. 
The advantages of the method can be summarized as 
follows. (1) Process contamination is reduced since the 
molten alloy is in contact with the quartz container for 
a shorter period of time (less than one minute). (2) The 
impurities that are not soluble at the alloy melt tempera 
ture are concentrated in the top portion of the crucible 
melt and remain behind. (3) A major cost reduction is 
realized since cheaper, commerical grade rare earth 
metals can be used as starting materials. (4) Two-fold 
labor savings in the alloy preparation, since it is not 
necessary to either completely homogenize the alloy or 
arc-cast it into small diameter ?ngers. This means that 
alloy charges of larger volumes can be prepared by the 
cheapest method, e.g., direct combination of the constit 
uents in a crucible. (5) The macrosegregation is elimi» 
_ nated which results in improved performance of the 
drive elements. (6) Cost reduction due to the increased 
capacity-greater number of uniform rods can be 
formed in the same time period that produced only one 
by the previous method. 
I claim: 
1. In the manufacturing of rods of magnetostrictive 
alloys of iron with rare earth metals, said alloys includ 
ing terbium (Tb) together with dysprosium (Dy) and/or 
holmium (Ho), the method steps comprising: 
(a) forming a molten flowable body of said rare earth 
iron alloy in a crucible enclosed within a chamber, 
the upper surface of said molten body being in 
contact with an inert gas within said chamber; 
(b) providing an upwardly-extending hollow mold 
tube of refractory material positioned with its 
lower end portion within said molten body, the 
interior of said mold tube being separated from the 
gas in said chamber by said molten body; 
(c) ' creating a pressure differential between said 
chamber gas and the interior of said mold tube 
forcing a portion of the molten alloy to rise in said 
mold tube to a selected level for forming a rod; and 
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(d) maintaining a portion of said molten alloy in said 
crucible extending to a level above the lower end 
of said mold tube, solid particles of higher melting 
impurities present in said alloy collecting at the 
surface of said molten body and remaining within 
said crucible as said rod is formed in said mold 
tube. 
2. The rod manufacturing steps of claim 1 in which 
said alloy is represented by the formula TbxDy1_x. 
Fe1,5.2_0 wherein x is a number from 0.27 to 0.35. 
3. The rod manufacturing steps of claim 1 or claim 2 
in which the inert gas within said chamber is argon and 
the interior of said mold tube is evacuated. 
4. The rod manufacturing steps of claim 1 in which 
said mold tube is formed of quartz and has a circular 
cross section. 
5. The method of manufacturing rods of grain-ori 
ented magnetostrictive alloys, said alloys including 
terbium (Tb) together with dysprosium (Dy) and/or 
holmium (Ho), the method steps comprising: 
(a) forming a molten ?owable body of said rare earth 
iron alloy in a crucible enclosed within a chamber, 
the upper surface of said molten body being in 
contact with an inert gas within said chamber; 
(b) providing an upwardly-extending hollow mold 
tube of refractory material positioned with its 
lower end portion within said molten body, the 
interior of said mold tube being separated from the 
gas in said chamber by said molten body; 
(0) creating a pressure differential between said 
chamber gas and the interior of said mold tube 
forcing a portion of the molten alloy to rise in said 
mold tube to a selected level for forming a rod; 
((1) maintaining a portion of said molten alloy in said 
crucible extending to a level above the lower end 
of said mold tube, solid particles of higher melting 
impurities present in said alloy collecting at the 
surface of said molten body and remaining within 
said crucible as said rod is formed in said mold 
tube; 
(e) solidifying the rod within said mold tube and then 
removing it therefrom; and 
(f) subjecting the formed rod to free standing progres 
sive zone melting to produce an axial grain orienta 
tion, the rod being aligned vertically with its sides 
unsupported and the melt zone moving upwardly 
along said rod. 
6. The method of claim 5 in which said alloy is repre 
sented by the formula TbxDy1_XFe1_5_2,0 wherein x is a 
number from 0.27 to 0.35. - 
7. The method of claim 5 in which said zone melting 
is carried out while maintaining the cross-sectioned 
shape of said rod. 
8. The method of claim 7 in which said alloy is repre 
sented by the formula TbxDy1_xFe1,5.2_0 wherein x is a 
number from 0.27 to 0.35. 
9. The method of claim 8 in which said rod is of 
circular cross-sectional with a diameter of from about 
0.5 to 1.2 cm. 
10. The method of claim 9 in which said melt zone is 
‘maintained with a vertical extent of from about 0.3 to 
07cm. 
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